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CERTIFICATE OF COMPLIANCE for TRU-Blend with HydroStik Wood / Cellulose Fiber Mulch with Organic Tackifier.
TRU-Blend with HydroStik is a wood / cellulose fiber mulch manufactured from specially prepared virgin wood chips with an organic tackifier added for increased erosion control. The wood fiber is produced by a thermo-mechanical defibrating process and manufactured to contain a specified range of fibers averaging 0.25 inches (10mm) or longer, with 50% or more retained on a Tyler 24 (710µm) mesh screen. The manufacturing process of disc refining separates the solid wood into its individual fibers and fiber bundles, and the high temperature steam completely sterilizes the fiber. 

The mulch disperses rapidly in water and remains in uniform suspension under agitation. It blends with seed, fertilizer and other approved and specified materials to form homogeneous slurry. When applied with hydraulic planting equipment, the fibers form a strong moisture-holding mat while allowing good percolation and a favorable microclimate for seed germination and growth. The organic tackifier gives added bonding among the fibers to help hold soil, seed and fertilizer in place.
The fibers are colored green with a water-soluble non-toxic dye to help the operator apply
mulch uniformly. The green color also gives a temporary grass-like appearance to the covered area. The dye may temporarily stain masonry, concrete, asphalt or painted surface, but it is not colorfast so it will bleach out in two to three weeks. The dye is non-toxic to plant or animal life. 

TRU-Blend with HydroStik specifications are monitored by Finn Corporation technical services. Tests are conducted using scientifically sound and reliable methods. Other test methods may produce slightly different results.


Moisture Content
(total air dry weight basis)
12.0%+3.0%


Organic Matter
(oven dry weight basis)
99.3%+0.2%


Ash Content
(oven dry weight basis)
0.7%+0.2%


pH at 3% consistency in water……………………………………………...4.8+0.5


Moisture holding capacity
(grams of water per 100 gms. oven dry fiber)
min 1,250


Tackifier Content (total weight basis)
3.00%


Packaged in plastic bags. Net weight
50 lbs.

Non-toxic to plant or animal life

_____________________________

Technical Representative



