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More Jobs. More Profits. More Success.

For more than 90 years, FINN has delivered high-quality equipment to the land-

scape and erosion control industries, earning a reputation as a trusted leader in 

environmental stewardship. Our machines are engineered for productivity,  

reliability, and long-lasting performance, helping you get more done with confi-

dence. 

 

FINN is built on a foundation of innovation, dependability, and industry-leading 

product support. We design and manufacture equipment that enables you to  

complete more jobs at a lower cost, improving e�ciency and profitability on 

every project. We call it a Smarter Way to Work. 

 

Today, FINN Corporation maintains a global presence, with more than 175 deal-

er and service locations across North America, along with an expanding net-

work in Australia, South America, Africa, and Europe. As we continue to grow, 

we remain grounded in our Midwestern roots—committed to the values and 

work ethic that have guided us from the very beginning.



HydroSeeders®HydroSeeders®
In 1953, FINN invented the HydroSeeder® and gave birth to an entirely new industry. One built on fast-
er, smarter turf establishment and erosion control. Seven decades later, that spirit of innovation drives 
every machine we build. 
 
Hydroseeding outperforms both broadcast seeding and sod installation in speed, cost, and results. By 
combining seed, mulch, fertilizer, and water into a single spray application, fertilizer spreaders dramati-
cally reduce labor hours and project costs while producing lush, dense grass beds that take root quick-
ly and establish with confidence. 
 
FINN HydroSeeders® are built to commercial-grade standards, engineered for the demands of profes-
sional contractors. Reversible paddle agitation ensures thorough, consistent mixing throughout every 
load,
optimizing performance from the moment you fill the tank to the final spray pass. Each machine is  
designed with operator safety and convenience at the forefront, minimizing fatigue and maximizing 
uptime on the job. 
 
Every FINN HydroSeeder® is compatible with all commercially available hydromulching products, 
giving you the flexibility to meet any project specification. A comprehensive selection of options and 
configurations is available across our model lineup to match your application, your equipment, and 
your business. 
 
Contact your local FINN Dealer to find the right HydroSeeder® for your operation.



Tier IV Final 
Skid Mount Only

Power
John Deere 4045HFC04 (4.5 L)  
industrial water cooled diesel engine  
134 hp (100 kW). Tier 4 Final. 

Tank Size
T330:

3,000 gal. (11,356 L) work cap. 
3,350 gal. (12,681 L) liquid cap.

T400:
3,600 gal. (13,627 L) work cap. 
3,975 gal. (15,047 L) liquid cap.

Loads  
per Acre1

T330: 1

T400: .84

Pump
5" x 2.5" (12.7 cm x 6.4 cm) 400 gpm 
@130 psi, 1" (2.5 cm) solid clearance

Discharge 
Distance²

Up to 230' (70 m) from discharge tower

Working  
Weight³

T330: 38,864 lbs. (17,628 kg)

T400: 47,250 lbs. (21,462 kg)

T330/T400 

HydroSeeder Disclaimers 
1 Loads per acre based on application rate of 1500 lbs. mulch/acre 
² Discharge distances are based on testing in a specific controlled environment. Actual results may vary. 
³ Working weights are approximate and do not include options or stored materials. Working weights assume maximum tank liquid capacity and maximum granular solids material capacity. 

T170Tier IV Final 
Skid Mount Only

Power Cummins QSF 2.8 Diesel 65hp (48 
kW). Tier 4 Final.

Tank Size 1,500 gal. (5,678 L) work cap. 
1,750 gal. (6,625 L) liquid cap.

Loads  
per Acre1

2

Pump
Centrifugal 4" x 2" (10.2 cm x 5 cm), 
320 gpm @115 psi (1,210 lpm @792 
kPA), 1" (2.54 cm) solid clearance

Discharge 
Distance²

Up to 200' (61 m) from discharge tower

Working  
Weight³

24,300 lbs. (11,022 kg)



Tier IV Final 
Straight Pull Trailer, Gooseneck Trailer, or Skid 
Mount

Power
Yanmar 3TNV88C-DYEM, 35.1 hp (26.2 
kW), 3 cylinder water cooled diesel  
engine. Tier 4 Final.

Tank Size 1,000 gal. (3,785 L) work cap.  
1,180 gal. (4,468 L) liquid cap.

Loads  
per Acre1

3

Pump

Centrifugal 4" x 2" (10 cm x 5 cm) 170 
gpm @100 psi (689 kPA) (646 lpm @7 
kg/cm2), 3/4" (1.9 cm) Solid clearance,  
adjustable

Discharge 
Distance²

Up to 180' (55 m) from discharge tower

Working  
Weight³

T120T: 17,900 lbs. (8,119 kg)

T120GN: 18,730 lbs. (8,496 kg)

T120S: 16,300 lbs. (7,394 kg)

T120GN

T90TTier IV Final 
Trailer or Skid Mount

Power
Yanmar 3TNV88C-DYEM, 35.1 hp (26.2 
kW), 3 cylinder water cooled diesel  
engine. Tier 4 Final.

Tank Size 800 gal. (3,028 L) work cap. 
940 gal. (3,558 L) liquid cap.

Loads  
per Acre1

3.75

Pump

Centrifugal 4" x 2" (10 cm x 5 cm), 170 
gpm @100 psi (689 kPa) (646 lpm @7 
kg/cm2), 3/4" (1.9 cm) solid clearance,  
adjustable

Discharge 
Distance²

Up to 180' (55m) from discharge tower

Working  
Weight³

T90T: 15,115 lbs. (6,856 kg)

T90S: 13,455 lbs. (6,103 kg)

HYDROSEEDERS®



Gasoline Engine 
Trailer or Skid Mount

Power Kohler CH730, 23.5 hp (17.5 kW),  
2 cylinder, OHV, air cooled, gas

Tank Size 700 gal. (2,650 L) work cap.  
820 gal. (3,100 L) liquid cap.

Loads  
per Acre1

4.29

Pump

Centrifugal 3" x 1-1/2" (7.5 cm x 3.75 
cm) 65 gpm @75 psi (245 lpm @5.3 
kg/cm2), 3/4" (1.9 cm) Solid clearance, 
adjustable

Discharge 
Distance²

Up to 90' (27 m) from discharge tower

Working  
Weight³

T75T: 9,990 lbs. (4,541 kg)

T75S: 9,190 lbs. (4,177 kg)

T75S

T60TGasoline Engine 
Trailer or Skid Mount

Power Kohler CH730, 23.5 hp (17.5 kW),  
2 cylinder, OHV, air cooled gas

Tank Size 500 gal. (1,890 L) work cap. 
600 gal. (2,270 L) liquid cap.

Loads  
per Acre1

6

Pump

Centrifugal 3" x 1-1/2" (7.5 cm x 3.75 cm),  
65 gpm @75 psi (245 lpm @5.3 kg/
cm2), 
3/4" (1.9 cm) solid clearance, adjustable

Discharge 
Distance²

Up to 90' (27 m) from discharge tower

Working  
Weight³

T60T: 7,770 lbs. (3,525 kg)

T60S: 7,170 lbs. (3,253 kg)
Pictured on a swap loader frame.



Gasoline Engine 
Skid Mount Only

Power Kohler CH620 19 hp (14.2 kW),  
electric start, air cooled, gas

Tank Size 281 gal. (1,063 L) work cap.  
335 gal. (1,268 L) liquid cap.

Loads  
per Acre1

10.68

Pump

Centrifugal 3" x 1-1/2" (7.5 cm x 3.75 
cm) 65 gpm @60 psi (227 lpm @ 414 
kPa), 3/4" (1.9 cm) Solid clearance, 
adjustable

Discharge 
Distance²

Up to 70' (23 m) from end of hose

Working  
Weight³

4,560 lbs. (2,068 kg)

T30

T30EAll Electric 
Skid Mount Only

Power Three 5 kwh, 48 VDC, Lithium ion  
batteries in parallel

Tank Size 300 gal. (1,365 L) work cap. 
335 gal. (1,268 L) liquid cap.

Loads  
per Acre1

10

Pump
2" Gear pump, 145 gpm @60 psi  
(549 lpm @414 kPa)

Discharge 
Distance²

Up to 80' (24 m) from end of hose

Working  
Weight³

5,120 lbs (2,322 kg)

The FINN T30E is the world's first fully electric HydroSeeder®. A Landmark achievement in clean, sustainable  

landscaping equipment. Built in direct response to growing marketplace demand for cleaner energy solutions, 

the T30E delivers the same commercial-grade hydroseeding performance you expect from FINN, powered en-

tirely by electricity.

At the heart of the T30E are Vanguard Battery Systems, assembled in the USA with zero emissions, reduced, 

noise, no maintenance, increased productivity, and they come with an 8 Year Commercial Limited Warranty. 

THE WORLD'S FIRST ELECTRIC HYDROSEEDER

HYDROSEEDERS®



Landfill Solutions®Landfill Solutions®

Active landfills demand equipment that works as hard as the environment is unforgiving. FINN's Land-
fill Solutions® are purpose-built to perform where standard equipment simply can't. On rough, de-
bris-strewn terrain, under heavy daily use, and in conditions that push machines to their limits. 
 

FINN Landfill Solutions® are engineered specifically for Alternative Daily Cover (ADC) application,  
delivering fast, e�ective coverage to meet regulatory requirements without slowing down your oper-
ation. Every design decision, from the reinforced trailer tongue to the debris guards and skid plates, 
reflects the realities of working on an active landfill site. 
 
Heavy-duty trailers and tubeless high-flotation tires keep the units stable and mobile across unpre-
dictable surfaces of a working landfill, whether they are being towed behind a dozer, loader, or other 
on-site heavy equipment. 
 
Beyond daily cover application, these models handle dust control, erosion control, and revegetation, 
giving landfill operators a single, versatile solution across every season and every phase of site man-
agement. 
 
When downtime isn't an option and conditions leave no room for compromise, FINN delivers the dura-
bility, performance and versatility landfill operators depend on. 
 
Contact your local FINN Dealer to find the right Landfill Solution® for your operation.



LF120

LF170

Tier IV Final 
Landfill Trailer

Power
Yanmar 3TNV88C-DYEM, 35.1hp (26.2 
kW) 3-cylinder water cooled diesel  
engine. Tier 4 Final.

 

Working 
Weight³

18,377 lbs. (8,336 kg)

Tank Size
1,000 gal. (3,785 L) working cap. 
1,180 gal. (4,468 L) liquid cap.

Pump
Centrifugal 4" x 2" (10 cm x 5 cm), 170 
gpm @100 psi (646 lpm @7 kg/cm2), 
3/4" (1.9 cm) solid clearance, adjustable

Trailer
Heavy-duty trailer with tandem 10,000 
lb. rubber torsion axles

Tires Hi-float tires

Fuel Tank Steel Guarded

Landfill Solutions Disclaimers 
² Discharge distances are based on testing in a specific controlled environment. Actual results may vary. 
³ Working weights are approximate and do not include options or stored materials. Working weights assume maximum tank liquid capacity and maximum granular solids material capacity. 

Tier IV Final 
Landfill Trailer

Power Cummins QSF 2.8 Diesel 65hp (48 
kW). Tier 4 Final.

Working 
Weight³ 24,300 lbs. (11,022 kg)

Tank Size 1,500 gal. (5,678 L) work cap. 
1,750 gal. (6,625 L) liquid cap.

Pump
Centrifugal 4" x 2" (10.2 cm x 5 cm), 
320 gpm @115 psi (1,210 lpm @792 
kPA), 1" (2.54 cm) solid clearance

Trailer
Heavy 30,000 lb. off-road trailer with 
(3) 10,000 lb. Dexter torsion axles

Tires Hi-float tires

Fuel Tank Steel Guarded

LANDFILL SOLUTIONS®



Material BlowersMaterial Blowers

FINN Material Blowers are among the most versatile performers on any job site, and one of the smart-
est investments you can make for your bottom line. With high-production bulk material handling and 
accurate application, your crew can increase productivity by up to 700%. Free up labor hours, reduce 
worker  
fatigue, and take on more jobs at higher margins. And because FINN Material Blowers apply uniform  
coverage, you'll achieve up to 25% material savings or more.

These portable pneumatic conveyors excel at delivering materials to hillsides, tough terrain, and hard-
to-reach places that manual crews simply can't match in speed or e�ciency. The FINN lineup handles a 
wide range of applications, including:

•	 Bark and mulch placement
•	 Soil and compost spreading
•	 Lawn and sports field overseeding
•	 Interiorscape material application
•	 Sediment control filter sock installation
•	 Erosion control blanket application
 
The FINN Material Blower lineup includes the MBX, MBH6, MBM3, MBL1, and the compact TailGator®.  
With a model for every scale of operation, you get the flexibility to configure each machine for your  
specific operation. 
 
Contact your local FINN Dealer to find the right Material Blower for your operation.



Tier IV Final 
Skid Mount Only

Capacity
MBX10: 10 cubic yd. (7.6 m3)

MBX16: 16 cubic yd. (12.2 m3)

MBX22: 22 cubic yd. (16.8 m3)
 

Application 
Rate/Hour

Two operators: 22 cubic yards/hour

Hose Reel
Up to 300' (91.4 m) of 4" (10.2 cm) 
hose or up to 200' (61 m) of 5" (12.7 
cm) hose

Power

John Deere 4045HFC04 Tier 4 Final 
Diesel, 134 hp (100 kW), industrial 
water cooled diesel engine. Vibration 
Isolated. Control panel with multi-lan-
guage digital information display.

Blower
1250 cfm @14 psi (35.4 cmm @96.5 
kPa)

Empty 
Weight

MBX10: 13,230 lbs (6,001 kg)

MBX16: 14,050 lbs. (6,373 kg)

MBX22: 14,870 lbs. (6,745 kg)

Working 
Weight1

MBX10: 21,740 lbs. (9,861 kg)

MBX16: 27,666 lbs. (12,549 kg)

MBX22: 33,562 lbs. (15,237 kg)

MBX10/MBX16/MBX22

MBH6

Material Blower Disclaimers 
1Working weight is based on a full load of mulch at 851 lbs./yd³ 

Tier IV Final 
Trailer or Skid Mount 

Capacity 6 cubic yd. (4.6 m3)
Application 
Rate/Hour Two operators: 15 cubic yards/hour

Hose Reel
150' (45.7 m) of standard 4" (10.2 cm) 
hose

Power
Yanmar 4TNV98C (3.3L) Tier 4 Final 
Diesel, 72 hp (53.7 kW)

Blower 725 cfm @12 psi (20.5 cmm @82.7 kPa)

Empty 
Weight

Trailer: 8,900 lbs. (4,037 kg)

Skid: 7,500 lbs. (3,402 kg)

Working 
Weight1

Trailer: 14,000 lbs. (6,350 kg)

Skid: 12,575 lbs. (5,704 kg)

MATERIAL BLOWERS



Tier IV Final 
Trailer or Skid Mount 

Capacity 3 cubic yd. (2.3 m3)
Application 
Rate/Hour Two operators: 10 cubic yards/hour

Hose Reel
150' (45.7 m) of 4" (10.2 cm) hose -  
(1) 100' & (1) 50' EcoStrike hose with 
full-flow spin-on couplers

Power
Yanmar 3TNV88C-DYEM, 35.1 hp 
(26.2 kW), 3 cylinder water cooled 
diesel engine. Tier 4 Final 1.642 L.

Blower 500 cfm @10 psi (14 cmm @69 kPa)

Empty 
Weight

Trailer: 6,200 lbs. (2,813 kg)

Skid: 5,300 lbs. (2,404 kg)

Working 
Weight1

Trailer: 8,900 lbs. (4,037 kg)

Skid: 8,000 lbs. (3,629 kg)

MBM3

We’ve Changed the Game.We’ve Changed the Game. Again.
The MBM3 is FINN's all-new replacement for the industry-leading BB302. Redesigned from the ground up to deliver 

more of what operators depend on every day. Every improvement was purposeful: a cleaner, more intuitive design, 

enhanced performance features, and the same proven reliability that made its predecessor a job site staple. 

 

At a comparable price point, the MBM3 represents exceptional value for landscaping and erosion control  

professionals looking to maximize productivity without increasing costs.



MBL1  
Trailer or Skid Mount 

Capacity
Continuous feed hopper - 20"W x 
18.5"D x 14"H (50.8 cm x 46.9 cm x 
35.5 cm)

Application 
Rate/Hour Two operators: 5 cubic yards/hour

Hose Reel
100' (30.4 m) of standard 4" (10.2 cm) 
hose

Power
Vanguard 23 hp Small Block V-Twin 
EFI w/ electric start

Blower 500 cfm @7 psi (14.1 cmm @48.3 kPa)

Empty 
Weight

Trailer: 2,000 lbs. (907 kg)

Skid: 1,620 lbs. (734 kg)

MTG TailGator® 
All Electric

Power Full Battery Electric

Battery Single 3.5 kWh Vanguard, 24 VDC,  
Lithium-ion battery

Runtime Estimated 4-8 hours (speed-dependent)

Operation

3 Independently controlled conveyors 
operated by a 4.3" (10.9 cm) display 
screen and 12 function radio remote 
control with up to 300' (91.4 m) range.

Discharge 
Distance

Up to 48" (1.2 m) from end of exit  
conveyor

Machine 
Weight

Approximately 500 lbs. (226.8 kg) 

Mounting
Bolt on side pins to fit to mason body 
Class 3-6 truck.

The FINN MTG TailGator® is an industry-first, tail-mounted conveyor belt system that transforms your truck into a  

high-output material handling machine. Engineered to increase carrying capacity and eliminate manual shoveling, it 

helps landscapers, contractors, municipalities, and grounds crews complete more jobs per day with fewer crew mem-

bers and less fatigue. 

 

Multiple attachments make the TailGator® adaptable across materials and seasons, from soil and compost in the 

spring to aggregate, sand, or salt in the winter. Whether you're pairing it with wheelbarrows for e�ciency or with one 

of FINN's small to mid-sized material blowers for faster reloading, it's a versatile, year-round addition to any operation. 

ALL-NEW, TAIL-MOUNTED CONVEYOR BELT SYSTEM

MATERIAL BLOWERS



Straw BlowersStraw Blowers

When it comes to straw mulching, nothing outpaces a FINN Straw Blower. These machines double 
straw coverage compared to hand application in a fraction of the time making them the most e�cient 
solution available for soil moisture retention, erosion protection, and freshly seeded area stabilization. 
 
Built for smooth, reliable power under the most demanding conditons, FINN Straw Blowers shred and 
discharge straw with consistent performance from the first pass to the last. The lineup spans machines 
suited for everything from small residential lawns to large-scale mining and pipeline projects, so there's 
a FINN Straw Blower matched to every operation. 
 
Applications include:
•	 Seed protection and soil stabilization
•	 Erosion and mud control
•	 Pipeline right-of-way
•	 Agricultural use
•	 Large-scale land reclamation

Contact your local FINN Dealer to find the right Straw Blower for your operation.



Tier IV Final 
Trailer Only

Power
72 hp (53.7 kW) Yanmar 4TN-
V98CT-NVT turbo charged diesel with 
over-center clutch

Range 90' (27.4 m) in still air

Application 
Rate/Hour

20 tons/hour

Blower

Dynamically balanced, 30" (76 cm)  
diameter fan with 6 blades developing 
a velocity greater than 185 mph (298 
kph)

Weight 4,760 lbs. (3,584 kg)

B230

B70 Tier IV Final 
Trailer or Skid Mount

Power

Yanmar 3TNV88C-DYEM, 35.1 hp (26.2 
kW), 3 cylinder water cooled diesel  
engine with over-center clutch. Tier IV 
Final. 1.642 L

Range 60' (18 m) in still air

Application 
Rate/Hour

6-7 tons/hour

Blower

Dynamically balanced, 21" (53 cm)  
diameter fan with 6 blades developing 
a discharge velocity greater than 150 
mph (240 km/h)

Weight
Trailer: 2,360 lbs. (1,070kg)

Skid: 1,700 lbs. (771kg)

STRAW BLOWERS



Electric Start
Trailer or Skid Mount

Power Kohler CH640, 20.5 hp (15.3 kW),  
electric start

Range Up to 45' (13.7 m)

Application 
Rate/Hour

4 tons/hour

Blower 17" (43 cm) diameter fan with 6 blades

Weight
Trailer: 1,165 lbs. (528kg)

Skid: 565 lbs. (256kg)

B40

16' Wheeled
6' & 8' 3-Point Hitch 

8' Wheeled

Coulter 
Blades

1/4" (.64 cm) x 20" (50.8 cm) notched design, 
evenly spaced 8" (20.3 cm) apart with scrap-
ers to clean blades.

1/4" (.64 cm) x 20" (50.8 cm) notched design, 
evenly spaced 8" (20.3 cm) apart with scrapers to 
clean blades. 6' (1.8 m) model has 9 blades, and 
8' (2.4 m) model has 12 blades.

Ballast  
Boxes

2 boxes constructed from 3/16" (.48 cm) steel 
with drain holes for carrying auxiliary weight.

2 boxes constructed from 3/16" (.48 cm) steel with 
drain holes for carrying auxiliary weight.

Axels
1" (2.5 cm) square carbon steel gangbolt with 
locking nut and tension washers.

1" (2.5 cm) square carbon steel gangbolt with 
locking nut and tension washers. Split axle on 8' 
(2.4 m) model.

Towing  
Frame

"A" frame towing tongue with adjustable axle 
pivoted on Krimper frame. Hydraulic cylinder 
for raising and lowering Krimper. 14" (35.6 cm)  
x 5" (12.7 cm) rims.

Weight 3,300 lbs. (1,500kg)

6' 3-Point: 1,200 lbs. (544kg)

8' 3-Point: 1,500 lbs. (680kg)

8' Wheeled: 1,800 lbs. (816kg)

KRIMPERS



THE  THE  
SALESSALES
TEAMTEAM

Cory Yamaguchi  

International Sales 

+1 714.316.3137 

cyamaguchi@finncorp.com

Rob Verwilligen 

 International Sales 

+31 6 222 38 060 

rverwilligen@finncorp.com

Ron Ciolfi 

Erosion Control Specialist 

410.299.8846 

rciolfi@finncorp.com

John Tucker 

Midwest US Sales 

440.537.0233 

jtucker@finncorp.com

Sean McKinney 

Central US Sales 

812.454.0955 

smckinney@finncorp.com

Brent Cox 

Southeast US Sales 

859.640.0877 

bcox@finncorp.com

John McNally 

Northeast US Sales 

724.316.6739 

jmcnally@finncorp.com

Darrick Faucett 

West US Sales 

513.264.4551 

dfaucett@finncorp.com



Dealer PartnersDealer Partners



KEEP IN KEEP IN 

TOUCHTOUCH

9281 LeSaint Drive
Fairfield, OH 45014-5457 
Toll Free 800.543.7166 
513.874.2818 
FINNcorp.com 
 

Follow 
us on

Visit FINNDEALERS.COM to Find Your Nearest Authorized Dealer

©FINN Corporation 2026. FINN Corporation has a policy of continuous product improvement and reserves the right to change design and specifications without notice.  

HydroSeeder®, Landfill Solutions®, TailGator™, TailGator Design® and the FINN Design® Logo are registered trademarks of FINN Corporation.


